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2 years / 30,000 km warranty+
3 years / 40,000 km extended warranty++
The specifications and designs of the motorcycles shown here may vary according to the requirements and are subject to change without
prior notice. Colours shown may not match the actual colour due to printing limitations.*Conditions apply. **Warranty extended for Engine,
Fl system, AIS system and Electricals including wiring harness, whichever is earlier. 5-Year warranty* is only applicable in case of
purchase of Yamaha Protection Plus Policy during the validity period. Please refer to Yamaha Protection Plus Policy for more details.

YAMALU

SPECIFICATIONS

ENGINE

Engine type

Displacement
Bore & stroke

Compression ratio
Maximum horse power

Maximum torque
Starting system type

Smart Motor Generator
(SMG)

Stop and Start System

DIMENSIONS

Overall length

Overall width
Overall height

Seat height
Wheelbase
Minimum ground
clearance

Kerb weight :
FZ-S Fi Hybrid
FZ-S FI

FZ FI

Scan here for
Parts & Accessories
Catalogue

Yamaha Motor India Sales Pvt. Ltd., AKDR Tower-5th Floor, Door No. 3/381, Rajiv Gandhi Salai (OMR) Mettukuppam, Chennai - 600097.

Phone: 044-3814 7000. Toll Free No.: 1800 420 1600 Email: info@yamaha-motor-india.com www.yamaha-motor-india.com

Air cooled, 4-stroke,
SOHC, 2-valve

149 cc
57.3 mm x 57.9 mm

9.6:1

9.1kW (12.4PS)
/7,250 r/min

13.3N.m(1.4kgf.m)
/5,500r/min

Electric starter
Equipped

(For FZ-S FI Hybrid)
Equipped

(For FZ-S FI Hybrid)

2,000 mm (For FZ-S Fl)
1,990 mm (For FZ- Fl)
780 mm

1,090 mm (For FZ-S Fl Hybrid)

1,075 mm (For FZ-S FI)
1,080 mm (For FZ- Fl)
790 mm

1,330 mm

165 mm

138 kg
137 kg
135 kg

Authorised Dealer

CHASSITS

Tyre size (Front)
Tyre size (Rear)
ABS

Brake type (Front)
Brake type (Rear)

100/80-17M/C 52P-Tubeless
140/60R17M/C 63P-Radial Tubeless
Single Channel ABS

Disc Brake (282 mm)

Disc Brake (220 mm)

OTHER INFORMATION

Fuel tank capacity

Carburetor type
/Fuel supply

Transmission type
Suspension type

Headlight
Tail light

Brake/Tail light

Clock

Speedometer

Battery

Traction Control System

Side stand ]
engine cut-off switch

Color TFT Meter
TBT Navigation

Y- Connect

1) (L
Fuel injection

Constant mesh, 5-speed

Front Telescopic Fork / Rear 7-Step
Adjustable Monocross Suspension

LED

LED

(For FZ-S FI Hybrid & FZ-S FI)
12V, 21/5 Wx1

(For FZ FI)

Digital

Digital

12V

Equipped*

Equipped

Equipped

(For FZ-S FI Hybrid)
Equipped

(For FZ-S FI Hybrid)
Equipped

(For FZ-S FI Hybrid & FZ-S FI)

*Available in select variants only.
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Hi-Tech with Superior Mileage*

ia_’s“1st Hybrid Motorcycle in the 150cc category, based on internal research as of March 2025.
~ “Improved fuel economy with Stop and Start System under standard test conditions. Results may vary.




Fuel your success with
India’s first H'Y BRJ/O motorcycle*

Get astride India’s first HYBRID motorcycle — the new Yamaha FZ-S FI Hybrid! With Smart Motor Generator (SMG), Hybrid Power Assist, and Stop & Start
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System (SSS), enjoy a smarter, smoother, and fuel-efficient ride. Its trusted 149cc air-cooled BS6 engine delivers performance, while the Colour TFT Meter gineratone R \T‘F = fo/ak Ll crop & START SYSTEM
with Turn-By-Turn Navigation keeps you on track. Plus, the contoured tank and vibrant graphics ensure you stand out on the streets!

Economical & Ecological Performance

This system automatically stops the engine when idling and
restarts with a simple pull of a clutch.

High Performance
and Comfort

SMART MOTOR GENERATOR

SILENT START
Enables you to turn on the engine quietly and easily,
whenever you are ready to go.

Superior Mileage*

Advanced

Sophisticated
Design

HYBRID POWER ASSIST
Instantaneous power assist which optimizes
engine control based on traffic conditions.
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: I All illustrations/ images are for graphical representation.
#Improved fuel economy with Stop & Start system (SSS) by approx. 3% (Tested in WMTC Emissions mode).




